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TECHNICAL DATA   
Completely built in Steel Stainless AISI 304 for containers to smooth cylindrical or conic hole of diameter from 43 to 54 mms (others you perforate to 
application). free Light of gateway d 20mm. Pipe of filling and pipe of unloading fillet G1" male, n.2 pipe-holder d 25mm with chromed swivel joint G1" 
female. Course up to 4800 litri/oras. Pescaggio of non superior details to 5,5mm (photo 5).    
Measures I encumber Á. cm 8, B cm 55, H cm 85    
   
OPTIONS UNDER REQUEST   
Cones of kept C special measures.   
Prolunghe for containers of different diameters.    
For a perfect escape of the order to make to reach: diameter inside diameter outdoor hole thickness wood Diameter maximum barrel from superior 
outside to inside maximum 

Filli ng  With or without Electropump (photo 1 and b lack arrows fig. 10)   
1) link the pipe M to the container to empty, if it is found to superior level, or to the pomp from decant 
in the other cases. 2) link the pipe S to an empty container B2, possibly place to an inferior or equal 
level to the container B1. 3) insert the cone of kept C in the hole of filling, rotate clockwise the flier V 
to expand the cone of silicone against the wall of the hole (photo 6/7). 4) Open the valve piston N 
pressing downward (P in pic 1). 5)  Open the immission of the wine in the barrel up to when it is seen 
to go out of S. 6) Unfreeze for closing N. 7) Unscrew V to be able easily extract the cone C of closing. 
8) Extract slowly the gun from the hole of filling.   
 
Overall emptying with Electropump (photo 1 and red arrows fig. 10)   
Link the pipe M to an electropump type autoadescante. 2) leave S free (without inserted pipe) 3)  
Insert the cone of kept C in the hole of filling, to rotate clockwise the flier V to expand the cone him 
silicone against the wall of the hole (photo 6/7). 4). Open the valve pistoncino N pressing downward 
P (photo 1). 5)  Initialize the motor of the electropump up to the suit emptying of the barrel. 6) 
unfreeze N (valve to closed pistoncino). 7) Unscrew V to be able to slowly extract easily the cone C 
of closing 8) Extract the gun from the hole of filling.   
   
Delicate emptying with Inactive Gas (photo 2-5-8-9)   
Link the pipe M to the container B2 destined to receive the liquid that is found in the barrel B1 2) 
Regulate the pressure of the secondary manometer in gone out of the cylinder to the Maximum 
pressure of 0,2/0,5 cafes 3) Insert the pipe rilsan in S. 4) Close the tap S 5) Insert the cone of kept C 
in the hole of filling, to screw the flier V to inflate the cone him silicone against the wall of the hole, 
photo 6-7 to throw upward the gun to verify of the bloc and of the perfect estate. 6) Open the valve 
opening gas on the cylinder. 7) Open the valve to pistoncino N pressing downward (foto4). 8) Open 
the tap S, begins the emptying of the barrel B1. 9) in about 11 minutes the barrel it will be completely 
empty. 10) Close the tap N 11) Leave depressure completely B1 removing the pipe S from the rapid 
link 12) Unscrew the flier V to be able to easily extract the cone C of closing. 13) Extract the gun from 
the hole of filling. 
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Foto 1 ART.30843 
Scarico troppo pieno 
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Art.30843 GUN FILL &D 
standard for 225 liters barriques   
from diameter 670 mm to diameter 715mm   
·  Gun for filling and emptying   
        with pomp you see photo 1 with pipe S   
        too much full d 25 mm.    
It suits for the filling (pic 1) to level pre-arranged with 
automatic gateway to the following barrique   
·  Gun for emptying you see photo 2 pipe S with rapid 
attack d 6mm for gas.   
Suitable for  empty completely strokes in wood to light 
nitrogen pressure or CO2 


